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MATERIALS AND FINISHES

  SMA PLUG:                                           
    BODY: STAINLESS STEEL                               
    FINISH: GOLD                                        

    COUPLING NUT: STAINLESS STEEL                       
    FINISH: PASSIVATED
                                                        
    CENTER CONTACT: BRASS                               
    FINISH: GOLD

    INSULATOR: TEFLON

  
  CABLE: 
    TEMP-FLEX 100067-1086

  LABEL:
    RAYCHEM RPS (WHITE)

  SHRINK TUBE:
    VERSAFIT

 SMP JACK:

 BODY, CENTER CONTACT: BERYLLIUM COPPER
 FINISH: GOLD

 INSULATOR: TEFLON

 EMI RING: BRASS
 FINISH: GOLD

LABEL TEXT LABEL TEXT

MECHANICAL SAMPLE

TEMP-FLEX 100067-1086 CABLE
MOLEX P/N:89762-1460 
WWW.MOLEX.COM (TEL): 877-MOLEXRF

A
A

SLIDING LABELS 
2 PLACESSHRINK TUBE

2 PLACES

SMA PLUG SMP JACK

89762-1460 203.20 / 8.00

PART NO.
MM/IN
DIM A

TEMP-FLEX 100067-1086


