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Part No. GSA.8821.A.301721

Product Name I-Bar 

Penta-band GSM Antenna 
Works with GSM / CDMA / PCS / DCS /UMTS/ WCDMA

Feature Low profile for easy installation
3M RG-174 Fakra Code D Violet Connector
RoHS Compliant

GSA.8821.A.301721

Specification

I-Bar
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The GSA.8821 I-Bar Penta-band GSM  

 

 

1. Introduction

2. Specification

Communication System Penta-band Cellular

AMPS GSM DCS PCS UMTS

Frequency (MHz) 824~896

Average Efficiency 

Average Gain (dBi) 2.1 4.1

Impedance

Radiation Pattern

Polarization

Input Power 

Input Connection 

VSWR

Dimensions (mm) 

Weight

Casing

Waterproofing 

Waterproof IP-65 

Temperature Range 

Thermal Shock 

Humidity 

Shock (Drop Test)

Cable Pull 
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3. Antenna Electrical Characteristics

3.1 Test Setup
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3. Antenna Electrical Characteristics

3.2  Radiation Pattern
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3.3 Gain & Efficiency Plot vs Frequency

3.3.1  Gain

3.3.2  Efficiency
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3. Antenna Characteristics

 

 

 

 

 

 

3.4  Return Loss
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3. Antenna Characteristics

3.4  Return Loss

GSA.8821 Return Loss in Free Space and adhered to metal.  
The oscillation introduced by the 3m cable is smoothed with a factor of 1%.

0

-4

-8

-12

-16

-20

-24

-28

-32

-36

-40

0.6              0.8                1               1.2             1.4              1.6              1.8               2               2.2              2.4    (GHz)

free space

attach to metal

GSM operating bands



SPE-11-8-058/C/SS    | page 8 of 9

4. Mechanical Drawing (unit : mm)
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FAKRA Code D Violet GEN2
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5. Packaging

 

  

GP

Alcohol
Prep Pad

PP packing strap

GP  Label
Model Name Number Label
Packing:300PCS/BAG

PACKING:1PCS/BAG PACKING:5PCS/BAG


