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1. ALL DIMENSIONS IN INCHES  [mm]

    - TWO PLACE DECIMALS     0.02    [0.5]

    - THREE PLACE DECIMALS   

CUSTOMER DRAWING

11. THIS PRODUCT IS RoHS COMPLIANT.

THIS PRODUCT MEEETS SMPTE ST 2082-1 THRU 20 GHz

10. ALL DIMENSIONS ARE FOR REFERENCE ONLY UNLESS OTHERWISE SPECIFIED.

NOTES:

FINISH (PLATING THICKNESS IN MICRO-INCHES)

 1.  BRASS PER QQ-8-626
 2.  RED SILICONE
 3.  NICKEL PLATING 100 MIN THICK OVER COPPER STRIKE.
 4.  NICKEL PLATING 200 MIN THICK OVER COPPER STRIKE.
 5.  GOLD PLATING 50 MIN  THICK OVER NICKEL PLATING 
      70 MIN THICK OVER COPPER STRIKE.
 6.  TEFLON MIL-P-19468
 7.  BRASS JIS H 3250, C 2700
 8.  CRIMPED FERRULE HEX CRIMP SIZE 0.324
 9.  CRIMPED CONTACT PIN HEX CRIMP SIZE 0.057

0B

SEE NOTES 1 AND 3

SS41 SEE  3

NATURAL 

SPRING

INSULATOR

SEE NOTE 6

SEE NOTES 
1 AND 3

SEE NOTE 4
SK5

RETAINER RING

WASHER
SS41 SEE NOTE 3

FORMING

BODY

SHELL

GASKET
SEE NOTE 2
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SEE NOTES 3 AND 7
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