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COMMUNICATIONS 

INTERFACE

SEG528-4SFP-T, SEGP528-4SFP-T

IEEE802.3az

Smart PoE Management 

IXM™ 

X-Ring™ ™ 

Multiple Account Access

IPv6

IGMP Snooping

DDM

Cable Diagnostics

Dual Image 

Embedded Watchdog Timer

Ease of Use 

SEG528-4SFP-T
SEGP528-4SFP-T
SEG528 4SFP T



SEG528-4SFP-T, SEGP528-4SFP-T

POWER

POE (POWER OVER ETHERNET)

PHYSICAL

ENVIRONMENT

CERTIFICATIONS

SWITCH PROPERTIES

SOFTWARE

MODEL # DESCRIPTION OPERATING
TEMPERATURE

10/100/1000 
MBPS

POE/POE+
(PSE)

100/1000BASE-
SFP

COMBO PORT, 
10/100/1000BASE-

T(X)
OR 100/1000BASE-

SFP

CONNECTOR

per port 

MODEL # DESCRIPTION OPERATING
TEMPERATURE MODEL # DESCRIPTION



Copper SFP (10/100/1000 and 1000 Mbps)
Fiber SFP (155 Mbps, 1.25 Gbps)

W/ DDMI (db)

W/ DDMI (db)

 
 

155 Mbps 1.25 Gbps 155 
Mbps

1.25 
Gbps

155
Mbps

1.25 
Gbps
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Standard Diagnostics
• 
• 
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• 
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DDMI/Extended Diagnostics
• 
• 
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• 

Copper
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