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PART_NUMBER _|ENGINEERING NO. | LENGTH £ TOLERANCE
1300610150 104006A46M020 6’ 674" +350'/-0" [ 2M +88.9/-0 rm ]
FINISH LENGTH
(SEE CHART)
7/8"—16UN
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0.38 [9.71 . " REF. " " REF. 4L
REF,
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6 FACE VIEW
NOTES: MALE
1) MATERIAL: SEE TABLE
2) FINISHES: SEE TABLE
3) WRAP LABEL IS MARKED WITH P/N, DATE CODE,
VOLTAGE & AMPERAGE P]_
4) ELECTRICAL DATA:
INLINE CORDSET
MALE A-SIZE WITH FLYING LEADS BLACK 1
14AWG UNSHIELDED
POLES: 4 WHITE 2
MAX. VOLTAGE: 600V
MAX. CURRENT 15A RED 3
PROTECTION P67
TEMPERATURE RANGE: —20°C TO 90°C GREEN/YELLOW 4
5) PACKAGING:
CABLE ASSEMBLIES ARE BAGGED SEPERATELY
!Il_‘lo ?&:SISGG(S)FWETG.BAR CODE LABEL ATTACHED WlRlNG DlAG RAM
6) ASSEMBLY IS RoHS COMPLIANT.
7) CERTIFICATION:
UL2237, FILE NO. E258922
E E S QUALITY GENERAL TOLERANCES DIMENSION STYLE SCALE DESIGN UNITS THIRD ANGLE
= ' 5| |symeols| (UNLESS SPECIFIED) INCH/MM 1.2 INCH | © T pPROJECTION
g g mm INCH DRAWN BY DATE TITLE
7 | 1 DANGER LABEL VINVL BLACK ©_ Rl _ MINI-CHANGE BRAD POWER
w V= N3 0 [4PLACES| = +
e | AR MOLDING COMPOUND PVC GRAY 2 § <§< x|E 3 PLACES| +-— £.005 |CHECKEDBY  DATE 4P MALE STRAIGHT
5 | 1 WRAP LABEL vINYL YELLOW o g 3 % & v:o 2 PLACES| #0.13 | +.010_ |BWOODMAN 2010/01/15 #14/4 AWG PVC DROP CABLE
s | 9 MALE COUPLING NUT ZINCG ALLOY BLACK E—COAT xr s 3 g =|4 1 PLACE | #0.25 +.020 |APPROVEDBY  DATE /I\
s |« PN CoNTACT P oD P f=Sak ANGULAR £1/2° JFMURPHY  2010/01/20| 0% MOLEX INCORPORATED
oZ20w MATERIAL NO. DOCUMENT NO. SHEET NO.
L 17 WAE SERT P BucK SEXER DRAFT WHERE APPLICABLE SEE CHART SD-130061-016 1 OF 1
1 | SEE TABLE | #14/4 CABLE PVC JACKET CRAY woo<« = WITI\I/-IIlIJI\lSBmI%%gII%NS SE | THIS DRAWING CONTAINS INFORMATION THAT IS PROPRIETARY TO MOLEX
mem |ary DESCRIPTION MATERIAL FINISH 1 3 A | INCORPORATED AND SHOULD NOT BE USED WITHOUT WRITTEN PERMISSION
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