
Notes:
Functionally equivalent components may be substituted

  

9.4 (x3)  

  

1.35 (x
3)  

  3.5 (x3)  

To
 s

ee
 a

 c
u

st
o

m
 v

er
si

o
n

 o
f t

h
is

 c
ab

le
 a

ss
em

b
ly

, c
al

l T
en

si
lit

y 
at

 5
41

-3
23

-3
22

8 
o

r e
m

ai
l e

n
g

in
ee

ri
n

g
@

te
n

si
lit

y.
co

m

 0.5 mm

web

split to 2x 3.5x1.35 mm dc jack, 24 AWG
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Cable, 915 mm, 3.5x1.35 mm 50-00057 dc jack to y- A

ITEM NO. PART NUMBER DESCRIPTION QTY. COMPONENT NOTES

1 50-00057 Connector, dc jack, 3.5x1.35xL16.5 mm, molding style 3

2 30-00003 Wire, 2C BC, 24 AWG, UL2468, 300V, 80C, 3.6 mm, VW-1, PVC, 76A 3

3 24-00005 Overmold, PVC 3 black

4 24-00195 Overmold, splitter, Ø 8.0 mm by 10.0x13.0 mm 1 black

Wiring Diagram
 

50-00057                wire color                50-00057

center black with stripe center

sleeve black sleeve
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