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‘ ELECTRO-OPTICAL CHARACTERISTICS TA =25C _If=20mA
CATHODE MARK PARAMETER MIN V. NAX UNITS TEST COND
ANODE o—>——o CATHODE PEAK WAVELENGTH 635 nm
FORWARD VOLTAGE 2.0 26 Vi
REVERSE VOLTAGE 5.0 Vr Ir=100pA
AXIAL INTENSITY 12 med if=20mA
VIEWING ANGLE 130 2 theta
EMITTED COLOR: RED
EPOXY LENS FINISH: WATER CLEAR
2.00 [0.079]
(1] LIMITS OF SAFE OPERATION AT 25°C
PARAMETER MAX UNTTS
PEAK FORWARD CURRENT* 100 mA
= STEADY CURRENT 25 mA
- g POWER DISSIPATION 65 mw
g = DERATE FROM 25°C -12 i/
= o OPERATING TENP. —25 70 485 ¢
o STORAGE TEMP. -30 0 485 "
* 11005
CAUTION: MOISTURE_ SENSITVE DEVICE
PER JEDEC LEVEL 2 STANDARDS
RECOMMENDED SOLDER PAD LAYOUT
0.90 [0.035] SOR. f”(g [P(]Lg?g}
:
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& R NOTES
2 150CH-————————————————— NOTES:
& 1. 3,000 PIECES PER REEL.
S _ 2. THE CATHODE IS OREENTED TOWARDS THE TAPE SPROCKET HOLE.
100°C
50°C 2°C/SEC. MAX
25
U'C T T T T T T T T T T T 1
0s 505 100 150s 200s 2505 3005
TIME (SEC.)
TOTAL TIME ABOVE 220°C IS 60 SECONDS MAX.
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